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BAR TYPES BILL OF MATERIAL
| 07 3/-9~ _ >!! :BACK GOLGE BAR  NO. SIZE TYPE LENGTH WEIGHT
/—\ : I a
| e l\/ / £oe DETAIL B :Q é B1 8 g Sl 44'-0" 1196
27 CL. ’ <~ B2 2 TR 41-6” 87
2"CL.t L2 £4L\}1TO HK. C @ j HK. A~ M B3 8 4 STR 22/-1 118
/,_W e {/ S L B4 11 4 STR 25 18
#4U1 12 ’ r_cn 1_2n -
[ U BACK GOUGE 3.]< 41'-6 —Ll 3 s r_n
" o P ;t N COETATL A N DI 24 6 STR 1-6 54
S _ " A\ 45 % X 4 @ H1 20 4 5 5/-1" 68
O T IS ¢ ] * bl s NN PILE VERTICAL PILE HORIZONTAL H2 8 4 STR  3-17 16
~ 0 KY, O e
o T =3 . . ‘1T S =l 3. OR VERTICAL Ay s 41/, I st 37 4 4 15 183
SEREE A o | _FILL Face 3|7 7S 0" T0 Yy 60° 10" < T 3 X & 5 & &
T 2E 5% 2ucL. 70 ||l ‘7- &N o \ L 25
S B T ! v X I 4 HK. @ ) HK. U 4 4 6 45 12
- h 1.d [ J [ J @ ( ) s —— .
9 ‘% j f 1 o ] L g\\ /? | S VI 36 4 STR 41" 98
Yy - ~
vy - n = t : ‘ mER S Y "3 AP go, @ REINFORCING STEEL 1997 LBS.
#4H1 o A, g 0" TO I/s"JL' = 1
e o - i CLASS A CONCRETE BREAKDOWN
<4*#4V1 @ 1'-0”CTS.> <i" E: DETAIL A 8 < 4'-5 .l
(EACH FACE) ols . POUR 1 - CAP AND LOWER
4'-g N o PORTION OF WINGS 11.4 C.Y.
N g * DETAIL B @ 1'-5" POUR 2 - UPPER PORTION
POSITION OF PILE DURING WELDING. e > OF WINGS 12 CY.
PLAN OF WING-WI1 PILE SPLICE DETAILS POUR 3 - LATERAL GUIDES 0.1 C.Y.
WING W1 SHOWN, WING W2 SIMILAR 1-8" s CLASS A CONCRETE TOTAL 12.7 C.Y.
= @ HP 12 x 53 STEEL PILES
NO. 8 248 LIN. FEET
ALL BAR DIMENSIONS ARE OUT TO OUT.
<1l-0”>
X TOP OF WING 2"CL. | oL
EL. 291.000 (W1) (LEVEL) oy |2l LL
EL. 289.660 (W2) (LEVEL) ml
2-#4142
- S #4V1 I I MINIMUM OF 3- ONE CUBIC
INETE 412 L (TYP.) FILL . FOOT BAGS OF *78M STONE.
e 5 FACE L o-#411 @ BAGS SHALL BE OF POROUS
<= S dd L Y 1-0” CTS. FABRIC, SECURELY TIED.
Rou vy - CONST. T (EA. FACE)
o o 6" ( MIN.) PIPE
I , i i s A —— == - T FOR DRAINAGE
ese oz & CONST. JT. S P 20
el R -,
~ -~
NSa - #4U1 . e 1" Do @ GRADE_TO DRAIN
OFO .
S / (TYP.) (EA. FACE) TOE OF SLOPE TOE OF SLOPE
’ ’ j:E—Z |
\ ‘
/ 2 HIGH BEAM T 37HIGH B.B. BAGGED STONE AND PIPE SHALL BE PLACED IMMEDIATELY AFTER COMPLETION OF
BOT. OF WING - =AM - END BENT EXCAVATION. PIPE MAY BE EITHER CONCRETE, CORRUGATED STEEL,
EL. 286.860 (W1) (LEVEL) BOLSTERS @ 4’-0“CTS. SECTION X-X CORRUGATED ALUMINUM ALLOY, OR CORRUGATED PLASTIC. PERFORATED PIPE
EL.285.180 (W2) (LEVEL) WILL NOT BE ALLOWED.
BAGGED STONE SHALL REMAIN IN PLACE UNTIL THE ENGINEER DIRECTS THAT IT
X BE REMOVED. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF SILT
ACCUMULATIONS AT BAGGED STONE WHEN SO DIRECTED BY THE ENGINEER. BAGS
SHALL BE REMOVED AND REPLACED WHENEVER THE ENGINEER DETERMINES THAT
ELEVATION OF WING W1 THEY HAVE DETERIORATED AND LOST THEIR EFFECTIVENESS.
WING W1 SHOWN, WING W2 SIMILAR NO SEPARATE PAYMENT WILL BE MADE FOR THIS WORK AND THE ENTIRE COST OF PROJECT NO. B-3704
THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE BID FOR THE
SEVERAL PAY ITEMS. WAKE COUNTY
TEMPORARY DRAINAGE AT END BENT STATION: _11+0>.00 —L-
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